MANUAL AIR VENT AT

HIGH POINT
3-WAY CONTROL VALVE
| [SOLATION BALL VALVE (TYP.)
L Y PLUG VALVE
\\\\e . CALIBRATED BRONZE C Co L
| 1SOLATION BALL == BALANCING VAL VE v@ Il —F—
L - N. Q.
D ~_ % /1// A % 8 :__: 8 /1// N
) = ] T — > - MANUAL AIR VENT AT HIGH POINT
R ) | ——MANUAL AIR VENT AT HIGH POINT =
w
= |, o
= /2 THREADED SUPPORT ROD., —~ ——————ISOLATION BALL VALVE (TYP.) /2" THREADED SUPPORT ROD.,
. —PRESSURE GAGE (TYP.) 4°RODS PER UNIT (TYP.) 7 Y 4°RODS PER UNIT (TYP.) 15 T 1 Y
W ] i :
HW COIL | ] < T - )
;i MOTOR 3 1 MOTOR i L
| — | CALIBRATED BRONZE — =
THERMOME TERS L ,_.T BALANCING VALVE | Ll
STRAINER =
—— UNION (TYP. ) UNION (TYP.)
CALIBRATED BRONZE s ey _
Ci?‘////—__BALANC ING  VALVE HEATING ELEMENT L —oo— HEATING ELEMENT ———— A ;
\ / \ /
Al ) | \// \\, DRAIN PLUG \// \\’ DRAIN PLUG
L DIFFUSER DIFFUSE
N %\
N
N | UNION (TYPICAL),
N ~N
QS S LOCATE TO ALLOW COIL TO VERTICAL UNIT HEATER (UH-8 THRU 11) DETAIL VERTICAL UNIT HEATER (UH-2 THRU 7) DETAIL
R\
SLIDE OuT NO SCALE NO SCALE
NOTE:
PIPING TO BE OFFSET AND/OR FLANGES
R LOCATED TO ALLOW COIL TO BE REMOVED
- j> WITHOUT DISTURBING PIPING.
e
A
"K///////////////~——HOSE END DRAIN VALVE
C C

HV-1 HEATING COIL PIPING DETAIL

NO SCALE

— SCHRADER VALVE
IN TUBE RADIATOR WITH SOLID FRONT | .
SELF-CONTAINED CONTROL VALVE\\\ l{////AND SLOTTED SLOPING TOP COVER EE‘//j;7T_

[SOLATION VALVE
THERNGSTATIC \I\ FIN TUBE RADIATOR WITH \T- BALL (TYPICAL) FPANSTEN BEVIEE e
CONTROL VALVE Q0 SOLID FRONT AND o (/TN
SLOTTED TOP COVER. = b ————— = i/
[SOLATION BALL T I| = s _4|F§‘4&_£_—————————_—_/ 178 MANUAL AIR VALVE TO DOUBLE PORT SIGHT GLASS
VALVE (TYPICAL) NN, Y | — g — HWR —— — — — 4|H>4_.:\PV_|:::;E:::::: ] BE PROVIDED IN RETURN B
b Ty [ | BALANCING VALVE — < ~——  DRIER
7 7 Eﬁi%:/*‘“ UNION [TYPICAL)-—~///)? Q\\\- ACCESS DOOR {\_MINIMUM OF 6" ABOVE
UNION (TP ) — — [ ™ A FLOOR (EXCEPT WHERE
) ///// ACCESS DOORS ELECTRICAL OUTLETS ARE SOLENQID <] RL
MINIMUM 6“ ABOVE FLOOR BALANCING VALVE ROUTE RETURN WITHIN BELOW RADIATORS PROVIDE VALVE ‘7”
(EXCEPT WHERE ELECTRICAL /g’ MANUAL AIR VALVE TWO-RIGH COVER 16" MINUMUM) ’%{ RS
W RADIATOR o ,
[F]’%E]bEIBE ?ZE ?/IEIEO JIATR 10 BE PROVIDED N RETOR. \DX COIL SIZED BY MANUFACTURER'S
- RECOMMENDAT I ONS
B B
FINTUBE (FTR-1 & 2) RADIATION DETAIL FINTUBE RADIATION (FTR-3 & 4) DETAIL REFRIGERANT PIPING DIAGRAM
NO SCALE NO SCALE NO SCALE

: S
: ~[\\>‘ 0?«
z % \, $$ — THINK VALUE ENGINEERING - $$%
/\: P Revisions
. \I \$ Symbol Descriptions Date Approved
& |~ Q

L, — —UNIT MOUNTED THERMOSTAT

[SOLATION BALL @

VALVE (TYP. )\
§ \;L U.S. ARMY ENGINEER DISTRICT
\ \/yADJUSTABLE LOUVERS CORPS OF ENGINEERS

" OMAHA, NEBRASKA
UNION (TYPICAL)

A Designed by: SITE NAME SITE LOCATION| A
/DRAIN PLUG R.R.T. OMAHA DISTRICT DESIGN GUIDE
CALIBRATED BRONZE BALANCING VALVE Drawn by:
SLM.
MECHANICAL DETAILS
Checked by:
HORIZONTAL UNIT HEATER DETAIL JUP.
NO SCALE (COMPUTER Reviewed by: Plot Scale Ratio: 1:12 Date: Sheet
Ao KAH. Design File: STD07: oddgm403.dgn JUNE 2002 reference
Spec. No.: Drawing Code:
DBS'CN & Submitted by: DACA 45
RAFTING )] Contract No.: X M4.3
Chief: MECH.FAC. Section| DACA 45
5 4 3 2 1

d:\oddg\mech\oddgm403.dgn 05/30/02 09:38:37 AM



